Roof Drains

Technical Product Information
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Installation Instructions- Plus Pack
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UNDERDECK
CLAMP

STEP 3

INSTALL UNDERDECK CLAMP

The Underdeck Clamp securely fastens the drain body to the
roof deck. The four threaded rods fasten to the down side of
the drain body. The Underdeck Clamp fastens to the bottom
of the threaded rods.
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BEARING PAN \
STEP 1
ENSURE DRAINS ON
JOBSITE ARE THE
APPROPRIATE SIZE
STEP 2
INSTALL BEARING PAN (If necessary or required)
The bearing pan permits the roof drain to be installed level
with the top of the roof deck eliminating strain on the
membrane around the roof drain flange.
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BAND CLAMP

EXPANSION
COUPLING

STEP 4
INSTALL EPDM CONNECTOR
The Expansion coupling easily connects the new drain (or
drain extension) to the plumbing line, utilizing two stainless
steel band clamps.
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CLAMPING COLLAR
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STEP 5

INSTALL CLAMPING COLLAR

Depending on the roof system and application, the Clamping
Collar/ Gravel Guard clamps and secures the roof membrane
in place. Utilize a water block per Roof Manufacturer
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STEP 6
INSTALL DOME STRAINER
Attach Dome strainer to Gravel Guard using the three bolts.

Qecommendations.

J

. J

PORTALS PLUS 815 Kimberly Drive, Carol Stream, Il 60188

TEL: (800) 624-8642 FAX: (866) 466-9335

© Copyright, July, 2010, Commercial Products Group of Hart & Cooley Inc.. All Rights Reserved.

All information is subject to change without notice. Dimensions and specifications shown are within manufacturing tolerances.



